ReaderTT.config = {"pagecount":39,"title":"Simulation der Ausbreitung radioaktiver Schadstoffe","author":"Scheuermann, Walter","subject":"","keywords":"","creator":"Impress","producer":"LibreOffice 7.2","creationdate":"D:20220626160459Z'","moddate":"","trapped":"","fileName":"document.pdf","bounds":[[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825]],"bookmarks":[{"title":"Simulation der Ausbreitung radioaktiver Schadstoffe","page":1,"zoom":"XYZ 0 825 0"},{"title":"Inhalte der Vorlesung","page":2,"zoom":"XYZ 0 825 0"},{"title":"VDI-Definitionen: Modellierung durch Simulation -1-","page":3,"zoom":"XYZ 0 825 0"},{"title":"VDI-Definitionen: Modellierung durch Simulation -3-","page":4,"zoom":"XYZ 0 825 0"},{"title":"VDI-Definitionen: Modellierung durch Simulation -2-","page":5,"zoom":"XYZ 0 825 0"},{"title":"Vorgehensweise bei der Modellbildung","page":6,"zoom":"XYZ 0 825 0"},{"title":"Aufgabenstellung: Berechnung des Wärmebedarfs","page":7,"zoom":"XYZ 0 825 0"},{"title":"Physikalisches Modell","page":8,"zoom":"XYZ 0 825 0"},{"title":"Mathematisches Modell","page":9,"zoom":"XYZ 0 825 0"},{"title":"Mathematisches Modell (2)","page":10,"zoom":"XYZ 0 825 0"},{"title":"Modellierung","page":11,"zoom":"XYZ 0 825 0"},{"title":"Charakteristika von Modellen","page":12,"zoom":"XYZ 0 825 0"},{"title":"Kontext der Anwendung","page":13,"zoom":"XYZ 0 825 0"},{"title":"Kontext der Anwendung (2)","page":14,"zoom":"XYZ 0 825 0"},{"title":"Kontext der Anwendung (3)","page":15,"zoom":"XYZ 0 825 0"},{"title":"Kontext der Anwendung (4)","page":16,"zoom":"XYZ 0 825 0"},{"title":"Kontext: Notfallschutz","page":17,"zoom":"XYZ 0 825 0"},{"title":"Im Kontext anderer Anwendungen","page":18,"zoom":"XYZ 0 825 0"},{"title":"Räumliche Auflösung","page":19,"zoom":"XYZ 0 825 0"},{"title":"Schadstoffkonzentrationen","page":20,"zoom":"XYZ 0 825 0"},{"title":"Schadstoffkonzentrationen (2)","page":21,"zoom":"XYZ 0 825 0"},{"title":"Schadstoffkonzentrationen (3)","page":22,"zoom":"XYZ 0 825 0"},{"title":"Schadstoffkonzentrationen (4)","page":23,"zoom":"XYZ 0 825 0"},{"title":"Atmosphärische Prozesse und ihre Zuordnung zur Raumskala","page":24,"zoom":"XYZ 0 825 0"},{"title":"Zeitliche Auflösung","page":25,"zoom":"XYZ 0 825 0"},{"title":"Proportionalität von Raum- und Zeitskala","page":26,"zoom":"XYZ 0 825 0"},{"title":"Modell des Schadstofftransports","page":27,"zoom":"XYZ 0 825 0"},{"title":"Emission","page":28,"zoom":"XYZ 0 825 0"},{"title":"Transport","page":29,"zoom":"XYZ 0 825 0"},{"title":"Auswirkung der Geländeformation","page":30,"zoom":"XYZ 0 825 0"},{"title":"Einfluss der Bodenrauigkeit","page":31,"zoom":"XYZ 0 825 0"},{"title":"Immission","page":32,"zoom":"XYZ 0 825 0"},{"title":"Auswaschung durch Regen","page":33,"zoom":"XYZ 0 825 0"},{"title":"Simulationsmodell","page":34,"zoom":"XYZ 0 825 0"},{"title":"Schadstoffkonzentration und -transport","page":35,"zoom":"XYZ 0 825 0"},{"title":"Schadstoffkonzentration und -transport (2)","page":36,"zoom":"XYZ 0 825 0"},{"title":"Schadstoffkonzentration und -transport (3)","page":37,"zoom":"XYZ 0 825 0"},{"title":"Schadstoffkonzentration und -transport (4)","page":38,"zoom":"XYZ 0 825 0"},{"title":"Schadstoffkonzentration und -transport (5)","page":39,"zoom":"XYZ 0 825 0"}],"thumbnailType":"jpg","pageType":"html","pageLabels":[]};
